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— SPECIFICATIONS ﬂ—%ﬁ:ﬁ
VULCAN SINGLE ACTING PILE HAMMER
Size 06
Modei No. 03V100 Spec. No. 2207
OPERATING DATA
Rated Striking Energy ..o 19,500 Ft, Lb.......2,694 kg m
Blows Per Minute (@ Rated Pressure ... ... 60, 60
Nominal Stroke ... 3 Ft 914 mm
Striking Velocity @ Impact ... 13.94 FPS..._........ 4.24 m/sec.
Max Force @ Impact ... 2,814,500 Lb. 1,276,657 kg
Rated Operating Pressure @ Hammer ................... 100 p.s.i ...7.03 kg/em®
Steam Consumption-From & (@ 212°F. or 100°C. ...._3,230 Lb./hr...... 1,465 kg/hr.
Air Consumption — {Adiabatic Compression) ...... 625 CFM_.........._. 17.68 cu m/min.
Boiler H.P. Reqd. — ASME Rating ...................._ 94 USHP_____._.95 MHP
VEW Rating @ Energy Rating ..o .. 11,258.......11,258
DIMENSIONAL DATA
Diameter of Piston ... 132 in...............342 mm
Area of Piston — Net ... 143.14 Sq. in....... 923.45 cm®
Length of Hammer — Overall ... 129 1in.o....390 mm
Distance Across JaWs ...o.oooooooiooe 20N, 508 mm
Width of Jaws ..o 84" 210 mm
Largest Diameter of Pile® ... 18 in.. . 457 mm
Size of Hose .o 2 | o VOO 50 mm
WEIGHT DATA
Weight of Striking Parts ... 6,500 Lb.. ... 2,948 kg
Net Weight of Hammer ... 11,200 Lb........... 5,080 kg
Shipping Weight of Hammer ... 212,100 Lb. . 5,488 kg
j."‘ *Permitted by Standard Jaws
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